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(50 °F) below the design gas stream
temperature, and any 3-hour period
during which the average temperature
difference across the catalyst bed (i.e.,
the difference between the tempera-
tures of the gas stream immediately
before and after the catalyst bed), as
measured by the temperature monitor-
ing device, is less than 80 percent of the
design temperature difference, or,

(3) Each 3-hour period of operation
during which the average VOC con-
centration level or reading of organics
in the exhaust gases from a carbon
adsorber is more than 20 percent great-
er than the design exhaust gas con-
centration level or reading.

(i) Each 3-hour period of operation
during which the average volatile or-
ganic compound concentration level or
reading of organics in the exhaust
gases from a carbon adsorber which is
regenerated directly onsite is more
than 20 percent greater than the design
exhaust gas concentration level or
reading.

(ii) Each occurrence when the carbon
in a carbon adsorber system that is not
regenerated directly onsite in the con-
trol device is not replaced at the pre-
determined interval specified in
§ 60.695(a)(3)(ii).

(e) If compliance with the provisions
of this subpart is delayed pursuant to
§ 60.692–7, the notification required
under 40 CFR 60.7(a)(4) shall include
the estimated date of the next sched-
uled refinery or process unit shutdown
after the date of notification and the
reason why compliance with the stand-
ards is technically impossible without
a refinery or process unit shutdown.

[53 FR 47623, Nov. 23, 1985, as amended at 60
FR 43260, Aug. 18, 1995]

§ 60.699 Delegation of authority.
(a) In delegating implementation and

enforcement authority to a State
under section 111(c) of the Act, the au-
thorities contained in paragraph (b) of
this section shall be retained by the
Administrator and not transferred to a
State.

(b) Authorities which will not be del-
egated to States:

§ 60.694 Permission to use alternative
means of emission limitations.

[53 FR 47623, Nov. 23, 1985]

Subpart RRR—Standards of Per-
formance for Volatile Organic
Compound Emissions From
Synthetic Organic Chemical
Manufacturing Industry
(SOCMI) Reactor Processes

SOURCE: 58 FR 45962, Aug. 31, 1993, unless
otherwise noted.

EFFECTIVE DATE NOTE: At 58 FR 45962, Aug.
31, 1993, subpart RRR was added. This sub-
part contains information collection and rec-
ordkeeping requirements which will not be-
come effective until approval has been given
by the Office of Management and Budget. A
document will be published in the FEDERAL
REGISTER once approval has been obtained.

§ 60.700 Applicability and designation
of affected facility.

(a) The provisions of this subpart
apply to each affected facility des-
ignated in paragraph (b) of this section
that is part of a process unit that pro-
duces any of the chemicals listed in
§ 60.707 as a product, co-product, by-
product, or intermediate, except as
provided in paragraph (c) of this sec-
tion.

(b) The affected facility is any of the
following for which construction, modi-
fication, or reconstruction commenced
after June 29, 1990:

(1) Each reactor process not discharg-
ing its vent stream into a recovery sys-
tem.

(2) Each combination of a reactor
process and the recovery system into
which its vent stream is discharged.

(3) Each combination of two or more
reactor processes and the common re-
covery system into which their vent
streams are discharged.

(c) Exemptions from the provisions of
paragraph (a) of this section are as fol-
lows:

(1) Any reactor process that is de-
signed and operated as a batch oper-
ation is not an affected facility.

(2) Each affected facility that has a
total resource effectiveness (TRE)
index value greater than 8.0 is exempt
from all provisions of this subpart ex-
cept for §§ 60.702(c); 60.704 (d), (e), and
(f); and 60.705 (g), (l)(1), (l)(6), and (t).

(3) Each affected facility in a process
unit with a total design capacity for all
chemicals produced within that unit of
less than 1 gigagram per year (1,100
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tons per year) is exempt from all provi-
sions of this subpart except for the rec-
ordkeeping and reporting requirements
in § 60.705 (i), (l)(5), and (n).

(4) Each affected facility operated
with a vent stream flow rate less than
0.011 scm/min is exempt from all provi-
sions of this subpart except for the test
method and procedure and the record-
keeping and reporting requirements in
§ 60.704(g) and § 70.705 (h), (l)(4), and (o).

(5) If the vent stream from an af-
fected facility is routed to a distilla-
tion unit subject to subpart NNN and
has no other releases to the air except
for a pressure relief valve, the facility
is exempt from all provisions of this
subpart except for § 60.705(r).

(6) Any reactor process operating as
part of a process unit which produces
beverage alcohols, or which uses, con-
tains, and produces no VOC is not an
affected facility.

(7) Any reactor process that is sub-
ject to the provisions of subpart DDD
is not an affected facility.

(8) Each affected facility operated
with a concentration of total organic
compounds (TOC) (less methane and
ethane) in the vent stream less than
300 ppmv as measured by Method 18 or
a concentration of TOC in the vent
stream less than 150 ppmv as measured
by Method 25A is exempt from all pro-
visions of this subpart except for the
test method and procedure and the re-
porting and recordkeeping require-
ments in § 60.704(h) and paragraphs (j),
(l)(8), and (p) of § 60.705.

(NOTE: The intent of these standards is to
minimize emissions of VOC through the ap-
plication of best demonstrated technology
(BDT). The numerical emission limits in
these standards are expressed in terms of
TOC, measured as TOC less methane and eth-
ane. This emission limit reflects the per-
formance of BDT.)

[58 FR 45962, Aug. 31, 1993, as amended at 60
FR 58238, Nov. 27, 1995]

§ 60.701 Definitions.
As used in this subpart, all terms not

defined here shall have the meaning
given them in the Act and in subpart A
of part 60, and the following terms
shall have the specific meanings given
them.

Batch operation means any non-
continuous reactor process that is not

characterized by steady-state condi-
tions and in which reactants are not
added and products are not removed si-
multaneously.

Boiler means any enclosed combus-
tion device that extracts useful energy
in the form of steam and is not an in-
cinerator.

By compound means by individual
stream components, not carbon equiva-
lents.

Car-seal means a seal that is placed
on a device that is used to change the
position of a valve (e.g., from opened to
closed) in such a way that the position
of the valve cannot be changed without
breaking the seal.

Combustion device means an individ-
ual unit of equipment, such as an in-
cinerator, flare, boiler, or process heat-
er, used for combustion of a vent
stream discharged from the process
vent.

Continuous recorder means a data re-
cording device recording an instanta-
neous data value at least once every 15
minutes.

Flame zone means the portion of the
combustion chamber in a boiler occu-
pied by the flame envelope.

Flow indicator means a device which
indicates whether gas flow is present in
a line.

Halogenated vent stream means any
vent stream determined to have a total
concentration (by volume) of com-
pounds containing halogens of 20 ppmv
(by compound) or greater.

Incinerator means an enclosed com-
bustion device that is used for destroy-
ing organic compounds. If there is en-
ergy recovery, the energy recovery sec-
tion and the combustion chambers are
not of integral design. That is, the en-
ergy recovery section and the combus-
tion section are not physically formed
into one manufactured or assembled
unit but are joined by ducts or connec-
tions carrying flue gas.

Primary fuel means the fuel fired
through a burner or a number of simi-
lar burners. The primary fuel provides
the principal heat input to the device,
and the amount of fuel is sufficient to
sustain operation without the addition
of other fuels.

Process heater means a device that
transfers heat liberated by burning fuel
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